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4000 50 8000 160 219 394 325 47 MMK0050NWA-LM

4000 100 16000 160 263 436 366 47 MMK0100NWA-LM

4000 150 24000 160 263 436 366 47 MMK0150NWA-LM

Installation
Wall
Body
Die-cast aluminum powder coated in dark 
gray
Light emission
Direct - orientable
Asymmetrical
Optical device
Transparent tempered glass screen

Transparent PMMA lens
Light source
CRI > 80
Lifetime 50000 ore
Wiring
Class I
Power supply 220~240V AC 50-60 Hz
Performance
Degree of protection: IP65
Impact resistance: IK8
Operating temperature: -35°C .. + 55°C
Regulations
EN 60598-1
EN 60598-2-1
EN 60598-2-5
Photobiological safety
EN 62471
IEC/TR 62778
Directives
2014/35/UE
2014/30/UE

/LIMA

IP
65

IK
8

CRI
>80 50000

Tutte le specifiche tecniche e i dati sono soggetti a modifica in qualsiasi momento e senza preavviso. All technical specifications and datas are subject to modification at any time and without notice. 
METALMEK ILLUMINAZIONE S.r.l. Via Ramazzotti, 10 - 20020 Lainate (MI) Italy tel. +39 029373157 - fax +39 02 93710176 - info@metalmek.it - www.metalmek.it
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